19980609. ba v02_n085.bam.980609 v02_n086.bam.980609 


>From ???@??? Wed Jun 10 00:52:48 1998 

Message-Id: <199806090838.DAA14518@sco.theporch. com> 
Date: Tue, 9 Jun 1998 03:36:35 CDT 

Subject: BOATANCHORS digest 2085 


BOATANCHORS Digest 2085 
Topics covered in this issue include: 


1) RE: "Vintage" QSL Printer? 
by Ed Sieb <esieb@gmsiworld.com> 
2) RE: "Vintage" QSL Printer? 
by Ed Sieb <esieb@gmsiworld.com> 
3) FW: "Vintage" QSL Printer? 
by Ed Sieb <esieb@gmsiworld.com> 
4) Pilot AC Wasp Information Needed 
by jkh@lexis-nexis.com (John Heck) 
5) Goshen 
by Jderm740@aol.com 
6) Re: BOATANCHORS digest 2083 
by Jderm740@aol.com 
7) Chassis cleaning 
by ailO@lehigh.edu (ARTHUR I. LARKY) 
8) We're back... Ice chests of tubes 
by "Lawrence R. Ware" <lrware@pipeline.com> 
9) Re: Johnson Paint 
by Sandra L Knepper <slkst29+@pitt.edu> 
10) Hallicrafters S-38E and Drake QxXer 
by "Jim Zellmer" <zellmer@raccoon.com> 
11) FS: SX-100 S-meter 
by John Kolb <jlkolb@cts.com> 
12) Re: What's a "Wireless 109"? 
by Dean Davidson <ddavidso@metz.une.edu.au> 
13) Meissner 3 tube receiver 
by "Yves Dussault" <dussault@vipxlnet.com> 
14) Re: HQ-129X osc. 
by Ralph Parker <rparker@istar.ca> 
15) Re: HALLI SX-73 
by Ralph Parker <rparker@istar.ca> 
16) FS Swan, and Hali 
by "James D. Mayfield" <kb9bnr@revealed.net> 
17) Re: Meissner 3 tube receiver 
by Al Klase <skywaves@bw.webex.net> 
18) Hammarlund HC-10 - Seeking Info 
by Tom Kelly <tjkelly@apk.net> 
19) Re: Meissner 3 tube receiver 


by "Roberta J. Barmore" <rbarmore@indy.net> 
20) RE: WIRELESS 109 

by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com> 
21) Re: HQ-129X osc. 

by Bill Hawkins <bill@iaxs.net> 
22) Re: HQ-129X osc. 

by Mark Richardson <Mark.Richardson@cisco.com> 
23) RE: 5U4 vs 5AU4 

by n6nae@ix.netcom.com (Richard Humphrey) 
24) Re: Flashing 4CX250B 

by Mark Richardson <Mark.Richardson@cisco.com> 
25) One Tube Tx Schematic pdf file available 

by Dexter Francis <cwest@xmission.com> 
26) Musings on the Drake 1-A 

by "Grant Youngman" <nq5t@gte.net> 
27) Re: WIRELESS 109 

by "Ragnar Otterstad" <otterstad@inet.uni2.dk> 


Message-ID: <Q1BD92F3.80473360@dstephen. gmsiworld.com> 
From: Ed Sieb <esieb@gmsiworld.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: "Vintage" QSL Printer? 

Date: Mon, 8 Jun 1998 15:38:34 -0400 

MIME-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 


Hi Dick, and BA gang... 


Interesting to see this topic show up again on the list! I originally = 
posted my own interest in "Antique" or "Vintage" type QSL cards back in 
August of 1997. Lack of time prevented me from pursuing this further. I = 
received responses from Jim Beyer, W9ADJ, Tom Rice, WB6BYH, john, and = 
George, KQ4QM. 


So far in my limited search, only Brownies and Raum's (of PA) show to be 
useful as Vintage QSL printers. My own idea was to get an old, archaic 

type-face for the call letters, and an old report form with Mcs and GMT 

instead of the current MHz and UTC. The style would also be archaic. 


I guess another call to Raum's is in order. The last time I called, the 
person on the othet end was somewhat abrupt and answered my queries with 
a terse yeah? yeah? Though he did indicate that Vintage style cards = 
could be done. 


Dick's idea is on a par with my own interests? a true "vintage" type = 
card in the old style. 


Here's what I wrote in my original posting: 


>For a long time, I've wanted to produce an early 1950's era style QSL = 
card 

>suitable for BA contacts, AM QSO's, etc. Towards this end, I've been 
>collecting clip-art, "obsolete" report forms with "GMT" and "Mcs" = 
fields, 

>and samples of older, archaic fonts for the call sign, and samples of 
>'40's and '50's era cards. 

> 

>I wonder who else might be interested in such a project, and you've = 
found 

>about printers, sources, etc? 


I don't have access to fancy CAD type applications and have to rely on = 
the printers to do my work for me. 


73, de Ed VA3ES/VE2BAQ (that's Boat Anchor Quality) 
Ed Sieb, VA3ES esieb@gmsiworld.com 

P. O. Box 8377, Ottawa Terminal, Ottawa, Ontario, K1G 3H8 
613-738-8924 (H) 613-599-5161 (W) =09 


AMI #529 Canadian Division Director. 
Member - Radio Club of America, QCWA, AWA 
Net Manager - Canadian Boat Anchor Net (3745 Kcs) 


Message-ID: <Q1BD92FD.BO8F3B80@dstephen. gmsiworld.com> 
From: Ed Sieb <esieb@gmsiworld.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: "Vintage" QSL Printer? 

Date: Mon, 8 Jun 1998 16:51:28 -0400 

MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: quoted-printable 


Paul Christensen: 

Letterpress today would be hard to find. I know of one or two printers = 
that still do it but type styles are limited, as is their willingness to = 
do this kind of "custom" work. 

We would have to supply camera-ready artwork, both front and back, (or = 
front only, whatever). 


Steve Berg: 


Thanks for the pointer, we'll contact him and see what he can do. 


So, gang... do I hear the rumblings of the "official" BA-list = 
"vintage" card project? Might not be a bad idea? 


Ed, VA3ES 


Message-ID: <Q1BD92FD.E576EF00@dstephen. gmsiworld.com> 
From: Ed Sieb <esieb@gmsiworld.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FW: "Vintage" QSL Printer? 

Date: Mon, 8 Jun 1998 16:52:59 -0400 

MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: quoted-printable 


aS Original Message----- 


From: Ed Sieb [SMTP:esieb@gmsiworld.com] 
Sent: Monday, June 08, 1998 4:47 PM 
To: ‘Paul Christensen'; esieb@gmsiworld.com 


Subject: RE: "Vintage" QSL Printer? 


Paul Christensen: 

Letterpress today would be hard top find. I know of one or two printers = 
that still do it but type styles are limited, as is their willingness to = 
do this kind of "custom" work. 

We would have to supply camera-ready artwork, both front and back, (or = 
front only, whatever). 


Steve Berg: 
Thanks for the pointer, we'll contact him and see what he can do. 


So, gang... do I hear the rumblings of the "official" BA-list = 
"vintage" card project? Might not be a bad idea? 


Ed, VA3ES 


Date: Mon, 8 Jun 1998 16:54:55 -0400 

From: jkh@lexis-nexis.com (John Heck) 

Message-Id: <199806082054.QAA15038@psc7128.lexis-nexis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Pilot AC Wasp Information Needed 


Folks, 

If you have any literature for the Pilot Wasp which you would be willing 
to sell or copy for me, please drop me a line. I just picked up an AC Wasp 
and would like to find out more about it. Thanks very much. 


Regards, 

John Heck, KC8ETS 
1009 Donson Drive 
Dayton, Ohio 45429 
(937) 865-7036 (work) 
jkh@lexis-nexis.com 


From: Jderm740@aol.com 

Message-ID: <f£8775847.357c520c@aol.com> 

Date: Mon, 8 Jun 1998 17:05:15 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: Goshen 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Hi all 

I went to the Goshen Hamfest and was sorley disapointed. Very few vendors and 
tailgaters. Even less attendees. 

In the shed were two vendors and the ARRL. the only one makeing money was the 
guy selling Baco & Egg sandwiches. Outside, there were about a dozen tables or 
maybe 15. 

Saw one HQ-120, HQ-170C, one Halli (modified) and one very nice looking 
National NC-173 for 85.00. It almost followed me home but my bitter er better 
half is getting better at noticing changes in the basement scenery. She would 
have killed me. 

So, I picked up a ceramic 4 pin socket, a PL-068 plug and a Micro-Match Model 
263.2 VSWR. Now guess what I need a manual or instruction sheet for. 

NO.NO.NO not the socket and plug guys. Pay attention. Sheesh. 

Can anyone help? 


Jack Jderm740@aol.com 


From: Jderm740@aol.com 

Message-ID: <4ec9ae4a.357c537b@aol . com> 

Date: Mon, 8 Jun 1998 17:11:22 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: wiksz@tiac.net 

Mime-Version: 1.0 


Subject: Re: BOATANCHORS digest 2083 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Hi Richard 
If you haven't found a manual yet contact me. I have one I can copy for you. 


Jack Jderm740@aol.com 


Message-Id: <199806082029 .QAA39094@ns2-1.CC.Lehigh.EDU> 
Date: Mon, 08 Jun 1998 16:29:51 EDT 

From: ailO@lehigh.edu (ARTHUR I. LARKY) 

Subject: Chassis cleaning 

To: Old Tube Radios <boatanchors@theporch.com> 


While browsing Home Depot, I came across something called ZEP Stainless Steel 
Cleaner in a spray can. It's also supposed to be good on aluminum and other 
metals. Has anyone tried this on a BA? Does it work? Can it be used as they 
Say: spray it on and wipe it off - no washing afterwards? 
Thanks, 

Art K3HBA 


Message-Id: <3.0.5.32.19980608152308 .00859c80@pop. pipeline. com> 
Date: Mon, 08 Jun 1998 15:23:08 +0000 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Lawrence R. Ware" <lrware@pipeline.com> 

Subject: We're back... Ice chests of tubes 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


You just knew it was gonna happen, right? 
After ending up with wheelbarrow loads of firebottles, I had to 
do something with them.... 


Having made a first pass at sorting, which included tossing all the 
broken, bent pin, rusty, someone let the vacuum out, etc. etc. etc. types. 
I have taken a fellow listmembers suggestion to heart. :-) 

I went down to the local cheap stuff store and bought some foam plastic 
ice chests. These are the 12" X 18" X 14" size. I can get somewhere 
between 8-14lbs of tubes in each along with some newspaper packing. 


Anyway here's the offer: 
One plastic ice chest full of mostly loose/used firebottles. (8-14 lbs) 


The ice chest is less than 1/4 1b empty. 

Mixture of 7 & 9 pin mins, octals, older 5 and 6 pin types, and compactrons. 
About 10% in boxes, about 10% TV series filament types. just about 

all of the rest are 6 & 12V types. 

You will not find any WE 300B's or many 6V sweep tubes, or NOS Mullard 
12AX7's, but there are some 17V, 22V, etc. sweeps. 

A small sample tested 75% good or better on my B&K 707. 


The numbers work out like this: 

ice chest (1 ea): $ 1.50 

pounds of tubes: $20.00 

shipping: depends on the weight, and if you want PP or priority mail. 


So for $21.50 + shipping, I'll send you your very own ice chest full 
of tubes. you even get to keep the ice chest! :-0 


Act now, operators are standing by.... 
Ask for your very own tube chest, and let us know if you want 
parcel post (PP) or priority mail shipping. 


-Larry 


# Larry's Home for Wayward Test Equipment & Old Radios <tm> 
# Let your equipment retire in sunny central Florida. 

# Intensive Care, Private Bench Space, Frequent Use, 

d## Factory trained HP, Tek & Fluke Surgeon on staff. 

d## Good Home Guaranteed or double your junk back! 

# lrware@pipeline.com - Orlando, FL - 

dt 407.679.1597 


Date: Mon, 8 Jun 1998 17:21:17 -0400 (EDT) 

From: Sandra L Knepper <slkst29+@pitt.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: boatanchors@theporch.com, glowbugs@piobaire.mines.uidaho.edu, 
baswaplist@foothill.net, johnson@qth.net 

Subject: Re: Johnson Paint 

Message-ID: <Pine.GSO.3.96L.980608171435 .24463B-100000@unixs3.cis.pitt.edu> 

MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Ronnie, for you and the other boatanchor group, there is no other better 
supplier of paint and restoration items for the classic radio gear than R 
and R Designs at 202 Midvale Drive, Marshall, Wisconsin 53559. You can 
call Robert at 800-372-4287 to place your order. Robert is a great guy 


and will answer all your questions in a professional manner. 
Incidentally, Robert has a wide assortment of 

restoration parts for the older gear. Ask him for his free catalog. His 
e-mail address is rehummel@aol.com. 

Thank you. 

Dave, W3ST 

Publisher of the Collins Journal 


On Mon, 8 Jun 1998 w5sum@ms1.nwla.com wrote: 


Shreveport, La 71148 


> morning worshippers of the glowing glass! I need to know 

> where to buy a quart or so of the johnson Maroon paint. I know 
> have 2 rangers and 2 valiants and a thunderbolt in need of 
> paint!!LOL 

> 

> and, is there ANYONE out there doing silkscreening for 

> the front panels for Rangers and Valiants? 

> 

> Ronnie 

> WS5SUM - Ronnie Hull 

> PO Box 8941 

> 

> 


Message-ID: <018501bd9329$d6047340$0b865aa5@Pzellmer. raccoon. com> 
From: "Jim Zellmer" <zellmer@raccoon.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Hallicrafters S-38E and Drake QXer 
Date: Mon, 8 Jun 1998 17:07:31 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I recently acquired a nice S-38E HF reciever and a Drake QXer q-muliplier. 
I need a manual-skematic of both items. Did the S-38E have a 455kc if? 


It would be fun to use the pair together. Any information on these items 
would be appreciated. 


TNX 


Jim Zellmer, KAOVSL 


Date: Mon, 8 Jun 1998 16:05:34 -0700 (PDT) 

From: John Kolb <jlkolb@cts.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: FS: SX-100 S-meter 

Message-ID: <Pine.SC0O.3.91.980608120758 .20208B-100000@sd.cts.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Have an Halicrafters S-meter whick looks like it came 
from an SX-100 or -96 - S units and microvolts markings. 
$ 13.00 including priority mail postage. 


Didn't someone post a wanted for one of these a week or so ago? 


John KK6IL jlkolb@cts.com 


Message-Id: <3.0.5.32.19980609093616.00874790@metz.une.edu.au> 
Date: Tue, 09 Jun 1998 09:36:16 +1000 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Dean Davidson <ddavidso@metz.une.edu.au> 

Subject: Re: What's a "Wireless 109"? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 05:56 5/06/98 -0700, David Ross wrote: 


> I did a websearch for "TRC-75" and came up with a Viet Nam era photo of a 
>TRC-75 installed in a Land Rover, at: 

> 

>http://users.hunterlink.net.au/~derf/swb/viet2.html 

> 

> Apparently the Australian Military got 'hold of some TRC-75s and 
>installed them in Land Rovers. (The TRC-75 is a Collins-built 1KW HF SSB 
>radio, vintage 1960.) 

> The photo shows the TRC-75 behind the operator & table & lamp in the rear 
>of the Land Rover, as well as another largish piece of gear above the TRC-75. 
> 

could be a GRC - 106? 


> What's a "Wireless 109"? Is it the piece of mystery gear above the 
>TRC-75, or is it the whole shebang, the TRC-75, Land Rover and all? 


Dave is perhaps confused. The "109" is the designation of the Long 
Wheel Base (LWB) Landrover which is 109" long. To quote from a 
related page: 


http: //users.hunterlink.net.au/~derf/swb/details.html 
LWB 109" for MP's, G.S., FFR, gun tractor, mobile workshop (tray rear), ambulance, 


"convoy duty" specials. The 109" probably out numbered 
the 88" by a 5 to 1 ratio. 


FFR stands for Fitted For Radio (that is it had a 24 V battery system and 
a battery distribution box. Further there were fastening bolts etc in place 
for radio racks) 


FWR means Fitted With Radio (that is the radios are mounted) 
1960 - 70 configurations in Landrovers were : 

Old: C11/R210 + C42 or Twin C42 

Later: GRC-125 + PRC-47 or Twin GRC - 125 

Later: VRC-12 & GRC - 106 combos 

Probably more than you ever wanted to know! 


> 


> Maybe the mystery box has something to do with the "(Duplex)" in the 
>caption. Anyone know what they replaced the "poor equipment" TRC-75 with? 
> 


Later in Vietnam the TSC-38 was used 


Most of this info from my own experience (RASigs) but also from a useful little 
RA Sigs Aide Memoire Z05 001 Sept 68 


Hope this helps, 


Dean 

Dean Davidson Web: http://www.une.edu.au/~psychology/deand.htm 
School of Psychology Email: mailto:ddavidso@metz.une.edu.au 
University of New England Phone: +61 2 6773 2585 
Armidale NSW 2351 Australia VK2 ZID 


Message-Id: <3.0.5.32.19980608200718 .007deca0@vipxinet. com> 
Date: Mon, 08 Jun 1998 20:07:18 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Yves Dussault" <dussault@vipxlnet.com> 


Subject: Meissner 3 tube receiver 
Mime-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 


Back in 1950 or so I build a Meissner receiver with 3 tube type 27. Does 
any body remember these receivers...That's what got me interested in ham 
radio....Ah...Nostalgia... 

VE2ATD 

Yves Dussault 

Laval, Qu=E9bec 


Message-Id: <3.0.5.16.19980608175922 .10df84c4@istar.ca> 
Date: Mon, 08 Jun 1998 17:59:22 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ralph Parker <rparker@istar.ca> 

Subject: Re: HQ-129X osc. 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Rhett, KE4HIH wrote: 

>I have noticed on the 10 mc upwards band that WWV comes in at 10.0 
>and at 10.9 mc (MHz for you younger fellows). Please, oh Hammarlund- 
>knowledgeable seer in BA land, tell me on which bands the LO should 
>be above the station frequency and on which, if any, it should be 
>below. The beautiful tuning cap is way too symmetrical to give me 

>a clue. Thanks. 


Rhett: I had a similar problem (10.0 and 9.1) with my HQ-129-X. Research 
discovered that the osc. is BELOW the sig on all bands except the highest. 
Hope this helps (it did for me) 

73, Ralph, VE7XF 


Message-Id: <3.0.5.16.19980608175913 .10df£529c@istar.ca> 
Date: Mon, 08 Jun 1998 17:59:13 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ralph Parker <rparker@istar.ca> 

Subject: Re: HALLI SX-73 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


John Sering wrote: 

>Been looking at a Halli SX-73 aka URR-733(?), kind of a Halli Super Pro. 

>Any thoughts on this machine? I know a lot about Hallis but little about 
>it. Double conversion above 7 MHz (hi IF & 455 kHz). (There's no paper 

>with it.) Is this a nightmare to work on like the Super Pro, e.g. front 


>end bypass caps? Nice tuning dial. 


Hi John: My .02 re the SX-73 (R-274D/FRR, same as the SP-600): 


Mine needs attention, but it works, and I like it better than the SP-600 


for communications purposes. Used mine in the last CX. 


2 RF stages, 6AG5 and 6BA6. I don't remember if it has unaccessible caps 


like the SP-600. Mine is on a shelf under some other stuff (this is 


isn't it?), and I can't see under the chassis. 
I'd get one, if I were me. 
73, Ralph, VE7XF 


Message-Id: <3.0.32.19980608200815 .0073b7c8@revealed.net> 
Date: Mon, 08 Jun 1998 20:08:26 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James D. Mayfield" <kb9bnr@revealed.net> 

Subject: FS Swan, and Hali 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


normal, 


A friend of mine stopped by my office today with two rigs he would like to 
sell, One is a Hallicrafters SX-111, in very nice shape. The other is a 
Swan 500CX, in as near a mint condition as I have ever seen, the front 


panel still shines. Any way if your interested I listed them on my 


sell/swap page at http://home.revealed.net/qste/sale 


73 Dave 


P.S. If you, like myself are interested in buying and selling nice clean 


old radios, please see my BA web Page at 
http: //home.revealed.net/qste/sale/index.html 


KKEKKKKKKKKKKKKKKKKKKKKEKKKKKKKEKKKKKKKKKKKKKEKKK 
J. Dave Mayfield KB9BNR 


http: //home.revealed.net/qste/bnr/kb9bnr.html 
kb9bnr@revealed.net 


Message-ID: <357C8CBO.9826E30D@bw.webex.net> 
Date: Mon, 08 Jun 1998 21:15:28 -0400 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Meissner 3 tube receiver 
Content-Type: text/plain; charset=iso-8859-1 


Content-Transfer-Encoding: 8bit 
Yves and the Group, 


I think I have one of the radios you're talking about. It has a 7 by 
5.5 inch steel panel attached to 7 by 4.25 inch channel shaped chassis. 
Has large tuning knob in the center and uses 7/8 inch diameter Meissner 
coils that have radial solder-bump terminals and slides inside a special 
5-contact socket. 

These appear to have been sold for quite a number of years, under 
various names, and in different configurations. The bottom of the front 
panel has holes for two pots, and the chassis has holes for up to three 
tubes. 

My 1941 Radolek catalog shows 1, 2, and 3-tube battery versions sold 
under the Meissner name for $2.94, $3.53, and $4.41 respectively. You 
could also get 1 to 2 and 2 to 3-tube upgrade kits for $0.44 and $1.09. 
All prices are less tubes which were 68 cents apiece. 

Also shown, on the same page, is a two tube AC/DC version under the 
Philmore name. This is similar to my radio: Two type 76 triodes as 
rectifier and regen detector. Uses a resistance line cord for the 
filament that is open on mine. This marvel was $3.23 plus 72 cents for 
a set of four coils. 

Are there more of the kicking around? I have the distinct impression 
there were post-war versions. 


13% 
Al 


Yves Dussault wrote: 


Back in 1950 or so I build a Meissner receiver with 3 tube type 27. Does 
any body remember these receivers...That's what got me interested in ham 
radio....Ah...Nostalgia... 

VE2ATD 

Yves Dussault 

Laval, QuEbec 


VV VV VV MV 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-ID: <357CAE44.2C25@apk.net> 
Date: Mon, 08 Jun 1998 23:38:45 -0400 
From: Tom Kelly <tjkelly@apk.net> 
MIME-Version: 1.0 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Hammarlund HC-10 - Seeking Info 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, 


I found a nice Hammarlund HC-10 converter at the Medina (Ohio) Hamfest 
Sunday. I'm looking for info on its setup and use. I'm aware of an 
article in a late 19050's issue of QST that I'll be getting soon. But 
I'm wondering if anyone knows of other sources of information, such as 
articles in HSN or Electric Radio or Web pages that document this unit. 
Also if any of you care to share your experiences with this unit, I'd 


love to hear from you. Post them to this group so we all can read them. 


Thanks. 


Tom Kelly 


Novelty, OH (East of Cleveland) 


mailto:tjkelly@apk.net (home) 


mailto:tom.kelly@lerc.nasa.gov (work) 


Date: Mon, 8 Jun 1998 22:45:52 -0500 (EST) 

From: "Roberta J. Barmore" <xrbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Meissner 3 tube receiver 

Message-ID: <Pine.SUN.3.96.980608222542 .18508B-100000@indy3> 


MIME-Version: 1.0 
Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi, Yves and the group! 


I have a '43 Meissner "How To Build" manual, which shows 2 and 3-tube 
AC/DC sets just as you describe, except they use '76s instead of '27s; 
this is not a huge difference, as the two tubes are sort of 
almost-identical cousins--the '27 is a 2.5V heater tube, while the '76 has 
a 6.3V heater. All it takes is a different line-cord resistor. (Meissner 
uses a 340R resistance for both the 2 and 3-tube '76 sets!) 

Both are on the same chassis, with the same side-contact coil socket 
(that style is a 1920s design, btw). There are also 1, 2 and 3-tube 
battery versions using 1.5V filament tubes on the same chassis--1E4G det, 
1C5G output, and in the three-tube version, a 1H5G as the AF preamp. The 
battery sets have a five-contact screw terminal strip mounted in the 
oblong hole the AC cords exits through in the AC versions, with the Ant, 
Gnd. /A-/B-/C+, A+, B+ and C- terminals on it. (I mention that ‘cos it 
would be pretty easy to "batteryize" one of the AC sets, curtain-burner 
resistance line cords being a little hard to come by these days and 
battery regenerators being quieter anyhow). 

These look like decent little kit regens. No bandspread but not too 
bad--the antenna connection is tapped down on the coil, which helps avoid 
overcoupling. Don't hook a ground to the chassis of the AC/DC versions! 
There's a .Q@5mF condenser between the "circuit ground" (one side of the AC 
line) and chassis--could be yeechy if that happened to hbe the live side 
of the line. Power switch, as is typical of such designs, is between the 
"circuit ground" and one side of the AC line, that being the side we hope 
is the neutral.... 


73, 
- -Bobbi 


KB9GKX "RJ" rbarmore@indy.net Roberta J. (Bobbi) Barmore 
FISTS #3388 * G-QRP #10001 * ARRL * RSGB x WIA 
Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys 


Date: Mon, 8 Jun 1998 23:45:14 -0400 

From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve. com> 
Subject: RE: WIRELESS 109 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-ID: <199806082345_ MC2-3F9D-723B@compuserve.com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Disposition: inline 


Group, 


Well, after blasting inquiries to two continents, I discover that the 
answer (what's a "Wireless 109"?) is sitting in my back yard. I even 
commented in my inquiries that I assumed that the Land Rover mentioned wa= 
Ss 

probably a 109 (inch wheel base). Preconceptions (and incomplete 
descriptions) will bite you every time. = 


73, Robert W. Downs, WA5CAB 
RWDowns_WA5CAB@compuserve.com 
Houston, TX 


Date: Mon, 8 Jun 1998 22:49:34 -0500 (CDT) 

From: Bill Hawkins <bill@iaxs.net> 

Message-Id: <199806090349.WAA21125@citrus.iaxs.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: HQ-129X osc. 


It's been my limited experience that it's the other way around. The 
local osc is above the received freq on all bands but the highest. 
Using the high end reduces turns in the coil, but then the tube runs 
out of gas and the last band has to be below the signal. These are 
both manufacturing considerations to get lower cost and maximum 
frequency span. Perhaps a receiver designed for performance instead 
of cost would do it differently. 


Trying the math for the LO above the signal, 10 MHz, the main response 
is at 10 MHz RF and 10.5 MHz LO. The image is at 9 MHz RF and 9.5 MHz 
LO, for 500 KHz IF. 


OTOH, if the LO is below the signal, when the RF section is tuned to 
10 MHz the LO is 9.5 MHz. The image occurs at 11 MHz RF and 10.5 MHz LO. 


So the HQ-129, with a WWV image at 9.1 MHz, has an LO that is above 
the RF signal. The set with the 10.9 mc image has the LO set below 
the RF signal. Maybe it's time to get out the alignment instructions. 


Regards, 
Bill Hawkins 


Message-Id: <3.0.32.19980608215808 .006a2958@lint.cisco.com> 
Date: Mon, 08 Jun 1998 21:58:10 -0600 
To: Old Tube Radios <boatanchors@theporch.com> 


From: Mark Richardson <Mark.Richardson@cisco.com> 
Subject: Re: HQ-129X osc. 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


BA gods, 

While we are on the subject of HQ-129X osc. I have a problem that I would 
sure like some help on. My HQ-129X's second band ,1.32 mc to 3.2 mc, the 
osc. will stop running when you tune below 2 MHz. With my scope you can 
watch as you tune below 2 mc that the output from the osc. will drop off 
very rapidly below 2.5 mc and quit altogether at about 1.9 mc. 

This only happens on this band, all others work just fine. I have replaced 
all caps in that tuning range, all bypass caps on osc., replaced 6K8 twice, 
checked inductor with a inductance meter, checked all resistors in that 
tuning range. 

What have I missed? 


Thought my trouble shooting skills we pretty good, but I am running out of 
rope on this one. Has anybody seen this before? 


Thanks in advance for all comments and suggestions. 


Mark 
W7HPW 


PS: Thanks Ralph, VE7XF, for that info it corrected another problem that I 
wondering about, maybe you can do it twice! 


At 05:59 PM 6/8/98 -0700, you wrote: 

>Rhett, KE4HIH wrote: 

>>I have noticed on the 10 mc upwards band that WWV comes in at 10.0 
>>and at 10.9 mc (MHz for you younger fellows). Please, oh Hammarlund- 
>>knowledgeable seer in BA land, tell me on which bands the LO should 
>>be above the station frequency and on which, if any, it should be 
>>below. The beautiful tuning cap is way too symmetrical to give me 

>>a clue. Thanks. 

> 

>Rhett: I had a similar problem (10.0 and 9.1) with my HQ-129-X. Research 
>discovered that the osc. is BELOW the sig on all bands except the highest. 
>Hope this helps (it did for me) 

>73, Ralph, VE7XF 


| | | | Mark Richardson 


Systems Engineer 
4001 South 700 East 
[sex Suite 500 
ms Salt Lake City, Utah 84107 


Office 801 264 6777 
Cellular 801 361 3097 


Date: Mon, 8 Jun 1998 23:22:12 -0500 (CDT) 

Message-Id: <199806090422.XAA0Q1233@dfw-ix6.ix.netcom.com> 
From: n6énae@ix.netcom.com (Richard Humphrey) 

Subject: RE: 5U4 vs 5AU4 

To: Old Tube Radios <boatanchors@theporch.com> 


Hi all: 


Has anyone considered the 5DJ4? Same heater as the 5U4. Slightly 
higher plate current and PRV ratings. Much lower $. Just beware of 
the pinout. It will plug into a 5U4 socket IF the unused pins really 
are unused on the tube socket. 


Keep it a secret! 
Richard 
n6énae@ix.netcom.com 


Message-Id: <3.0.32.19980608222306.006a0d70@lint.cisco.com> 
Date: Mon, 08 Jun 1998 22:23:07 -0600 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Mark Richardson <Mark.Richardson@cisco.com> 

Subject: Re: Flashing 4CX250B 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I put them in the dish washer, always seemed to work, never had any problems. 


Mark 
W7HPW 


At 09:43 PM 6/7/98 +0000, Dexter Francis wrote: 

>Spence and the group - 

> 

>You may find that the outside of ceramic bodied tubes are covered with 
>dark crud. 

>This is often dust and lint that has collected over the years and can 
>act as a path for 

>HV discharges. You need to clean the outside carefully and dry it off 


>completely. 

>I've heard of using a clean toothbrush and kitchen cleanser to really 
>get the stuff 

>off. Just make sure there is NO residue left when you are done. 

> 

>-d£t 

> 

>x*xx CWest - P.O. Box 22443 Salt Lake City, Utah 84122 xxx 

> Visit our Web Page @ http://www.xmission.com/~cwest 


VVV 


Message-ID: <357C6ADC.9E9A8609@xmission.com> 

Date: Mon, 08 Jun 1998 22:51:10 +0000 

From: Dexter Francis <cwest@xmission.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: One Tube Tx Schematic pdf file available 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Greetings all - 


I finally figured out how to get the link to the 6T9 Single Tube 
Transmitter schematic up and working - and it was embarassingly simple. 
(I'm no HTML guru.) So those of you who have the free Adobe Acrobat 
Reader software - either integrated with your web browser or seperate - 
ought to be able to get and view it. (If you don't have the reader you 
can get it at http://www.adobe.com - it's free.) 


I'd like to know how well this is going to work, as I'd like to add a 
lot more of this sort of thing to the web page, so let me know how you 
do with the download. 


-df 


xxx CWest - P.O. Box 22443 Salt Lake City, Utah 84122 xxx 
Visit our Web Page @ http://www. xmission.com/~cwest 


Message-Id: <199806090513.AAA16833@smtp2.mailsrvcs.net> 
From: "Grant Youngman" <nq5t@gte.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 9 Jun 1998 00:18:25 -0500 

MIME-Version: 1.0 


Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Subject: Musings on the Drake 1-A 


Group ... 


One of the few purchases I made this year at Dallas HamCom was a Drake 
1-A receiver. I sort of stumbled on it, and just couldn't pass it up. 
Turned out to be a late 1-A with the WWV position on the bandswitch 
and the crystal calibrator controlled by the antenna trimmer control. 

Nice shape on the outside, with a bit of corrosion on the copper 
chassis and frame inside, but nothing devastating. Best of all, it 
worked without first having to replace a bezillion caps, find and 
install a new left-handed capacillated spindle confustler, and clean 
30 years of accumulated grunge off the dial face .... 


The more I play with this interesting piece of BA receiver history, the 
more I like it. I don't get all that excited about individual radios 
very often, but this one has been an exception. It is spartan -- but 
not to a fault, given the design objective of being an SSB-only 
receiver. It accomplishes that primary objective with great aplomb. 
Nothing much to do but tune in a signal, peak the preselector, and set 
the volume where you want it. 


I don't know how to describe the overall result better than to just say 
it plays well and is emminently "listenable". Very nice, clean, 
undistorted audio -- probably due to use of negative feedback in the 
audio stages. None of the occasional scratchiness, hum, buzzes, 
rattles, and other low level grunge which makes some receivers of the 
period (and modern ones, too, for that matter) tiring to listen to for 
long periods. I had expected the little rear firing internal speaker 
to be ear-unfriendly, but to the contrary, I've had no urge whatsoever 
to add anything outboard. 


The 6:60 selectivity ratio is about 1 to 2.5 or so. A bit wide for a 
run at the SSB Sweepstakes or DX Test in today's environment, but the 
filter sounds good, and seems quite adequate for most conditions. The 
passband tuning helps a lot. And while it's untested by fire, the 
very narrow preselector tuning should add some front end protection. 
And there is a 30dB attenuator, settable from the back panel, if 
things get really bad. 


It's stable, too. The receiver has been sitting on one spot all 
evening and I haven't had to touch up the tuning. I don't think the 
total drift from turn on has been more than 500 cps -- not too 
shabby considering there's no ballast or VR tube for the oscillators. 


Most important, it looks good just sitting there. I developed no 


new or inappropriate muscle groups while lifting it to the top shelf. 
Good too is the fact that it only eats up 7" of horizontal real estate 
in an already overcrowded operating environment, and I don't need to 
figure out where to go with yet another speaker cabinet 


(Applause) Nice box! Well done! 


Grant 


Grant Youngman / NQ5T 


nq5t@gte.net 
BA pics at http://home1.gte.net/nq5t 
Double Oak, TX -- nr Dallas 


Message-Id: <199806090835.KAA18518@inet.uni2.dk> 
From: "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: WIRELESS 109 

Date: Tue, 9 Jun 1998 10:20:02 +0200 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Well, after blasting inquiries to two continents, I discover that the 
answer (what's a "Wireless 109"?) is sitting in my back yard. I even 
commented in my inquiries that I assumed that the Land Rover mentioned was 
probably a 109 (inch wheel base). Preconceptions (and incomplete 
descriptions) will bite you every time. 


There is a Wirless Set No 109 also I believe. A clandestine set used by 
SAS and others. 


73 Rag OZ8RO 


End o£ BOATANCHORS Digest 2085 
KKKKKKKKKKKKK KKK KAKA AKAIKE KK 


>From ???@??? Wed Jun 10 00:55:19 1998 


Message-Id: <199806100332.WAAQ5893@sco.theporch. com> 
Date: Tue, 9 Jun 1998 22:30:05 CDT 
Subject: BOATANCHORS digest 2086 


BOATANCHORS Digest 2086 
Topics covered in this issue include: 


1) Brand new junk - Followup 

by "Arden Allen" <gumbear@pacbell.net> 
2) Why does a 6K6 glow blue? 

by Thomas Lewandowski <tpl.dsc@discnet.com> 
3) Re: Flashing 4CX250B 

by "Roberta J. Barmore" <rbarmore@indy.net> 
4) B&W SSB Adapter 

by Chuck Swiger <cswiger@widomaker.com> 
5) Hallicrafters "Silver" Paint? 

by Terry Muncey <tsm@electrosys.com> 
6) GRC 9 ,circa 1946 

by Paul Thekan <Paul.Thekan@eimac.cpii.com> 
7) Re: Brand new junk - Followup 

by Bill Jarvis <B.H.Jarvis@hw.ac.uk> 
8) Re: Hallicrafters "Silver" Paint? 

by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
9) Li'l LuLus/Ladds/Lists/Posterity 

by MNHopkins@aol.com 
10) 75A2 Schematic needed. 

by gcr2@po.CWRU.Edu (George C. Rybicki) 
11) Military, Hammarlund BAs FS 

by Don <71333.144@compuserve.com> 
12) ADMINISTRIVIA: No More Reposts 

by listown@jackatak.theporch.com (Mail List Owner) 
13) Great Hamfest 

by Glenn Finerman <glennfin@mjet.com> 
14) Marconi TF-2171 Synchroniser ?? 

by BEN NOCK <G4BXD@compuserve.com> 
15) A little diversion 

by Bill Hawkins <bill@iaxs.net> 
16) Re: A little diversion 

by Bob Roehrig <broehrig@admin. aurora. edu> 
17) re: A Little Diversion 

by "Gene W. Sochor" <gsochor@interaccess.com> 
18) Re: Hallicrafters "Silver" Paint? 

by Mike <ac5p@ionet.net> 
19) Re: Heathkit Output 

by "Larry Bearse" <lbearse@mail1.nai.net> 
20) Heath QM-1 Cabinet Cheap 

by Mike Souhrada <wb9iog@revealed.net> 


21) T-195 Accessories/Spares Kits? 

by Randy Best <rbest@primenet.com> 
22) TNX FOR SX-73 HELP 

by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
23) Re:: Power supply parts (Large!) 

by Al Parker <anchor@coastalnet.com> 
24) Re: Goshen 

by "Jim Zellmer" <zellmer@raccoon.com> 
25) WTD 250 PF vacuum variable 

by Tom Smith <tsmith@hal-pc.org> 
26) Re: Goshen 

by Scott Robinson <spr@earthlink.net> 
27) Re: Why does a 6K6 glow blue? 

by "Arden Allen" <gumbear@pacbell.net> 


Message-Id: <199806090949.CAA22555@mail-gw5.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Brand new junk - Followup 

Date: Tue, 9 Jun 1998 02:51:08 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


From: Arden Allen <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Brand new junk - Followup 

Date: Monday, June 08, 1998 7:41 PM 


Safety Savants; 


Several of you advised me to report the shoddy quality of the power strips 
to the manufacturer, SPC Technology. I did just that. If anyone wants to 
read my letter send me an e-mail. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


From: Thomas Lewandowski <tpl.dsc@discnet.com> 
To: Old Tube Radios <boatanchors@theporch. com> 
Message-ID: <357D279C.66E8C2D5@discnet. com> 
Date: Tue, 09 Jun 1998 07:16:29 -0500 
MIME-Version: 1.0 

Subject: Why does a 6K6 glow blue? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I am in the process of repairing a Philco floor model set. One night I 
turned off all the lights to watch the tubes glow in the dark. I 
noticed that one of the 6K6 tubes had a blue glow to it inside the 
tube. I swapped the tube and the blue went away. I assume the blue 
glow is not normal, but would like to know what caused the phenomenon. 
Thanks for your response. 


Tom Lewandowski N9ODVT 


Date: Tue, 9 Jun 1998 07:33:26 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Flashing 4CX250B 

Message-ID: <Pine.SUN.3.96.980609064930.11018A-100000@indy2> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi! 


About cleaning ceramic power tubes...the RCA power tubes in our old 
transmitter came with instructions suggesting you could wash them with 
dish soap and warm water! The bottom of the sink should be padded with 
sponges, as it's easy to give the tube a jolt otherwise, and it must be 
rinsed xrepeatedly,* then allowed to dry xfully.* (A source of clean, 
compressed air is useful for getting moisture out of the cooling fins to 
speed up the drying process, but if there's any oil in it all bets are 
off). 

RCA's 1964 edition of 1CE-300, "Application Guide For RCA Power Tubes," 
gives a different procedure, suggesting that A) any grease be removed with 
acetone; B) RF contact surfaces cleaned with "Bear-Tex," a very fine grade 
of silicon carbide abrasive pad, or equivalent (3M used to make an 
extremely fine flat-grit abrasive sheet that would do a good job[1]); C) 
Light dirt removed with an eraser such as Eberhard Faber #100. If the 
dirt cannot be removed by an eraser, hand rub with an abrasive such as 
Norton Crystalon Abrasive No. 204-284, grade 3FX, or equivalent. 

In practice, we washed tubes xoncex during their life, about midpoint 
(this was, barring other failures, the xonlyx time the tube would be out 
of socket before it would be replaced due to loss of emission). Middlin' 
weak dishwater, a bit of soaking and a soft cloth did the trick. The 
rinsewater from the cooling fins would run dark grey for longer than you'd 
expect! (We used Dawn--any low-residue plain dish liquid would do; avoid 
scented ones and the trickier "magic" formulations). 

A dishwasher might do, especially for the small/rugged tubes, but you'd 
want to mind that the tube was well-secured (they *xreallyx don't take to 
being clonked around) and possibly hand-rinse it; dishwasher soap tends to 


be aggressive stuff. (I like soakin' ‘em for a few minutes better--the 
cooling fins are very close-set on most ceramic tubes and a dishwasher is 
counting on the hot steam & water jets to loosen and scrub away the crud). 

The "mid-life washing" could be way off--while the big finals from the 
visual RF amplifiers rarely lasted more than two years (continuous!), the 
aural finals were run at about half their rated dissipation; I had one 
that lasted about xten*x years! ...Careful management of filament voltages 
and operation well below the upper limits can produce really amazing 
lifespans for transmitting tubes. 


FWIW, I have a few copies of the 1CE-300 booklet--19 pages of general 
info on the use of power tubes. Looks like a 3-stamp SASE (biz-size or 
9x12 if you want it not folded) would cover shipping. Anyone interested? 


1. Does anyone know what 3M calls that stuff? It was unusual--where the 
grains of a typical abrasive sheet look like grains of sand close up and 
are quite irregular, the grains of 3M's product were all the same height 
and flat on top. It produced a very smooth finish. They sent out samples 
about 20 years ago, and I haven't seen it since! 


KB9GKX "RJ" rbarmore@indy.net Roberta J. (Bobbi) Barmore 
FISTS #3388 x G-QRP #10001 * ARRL * RSGB x WIA 
Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys 


Message-ID: <01BD9388.B26CO1A0@SERV_BDC> 

From: Chuck Swiger <cswiger@widomaker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: B&W SSB Adapter 

Date: Tue, 9 Jun 1998 09:26:30 -0400 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: quoted-printable 


Woo Hoo!! 

We're having fun now. 

After poking around the B&W370 last night with no luck, just getting = 
familiar 
with the signal flow and obvious flaws - power on/off switch piggybacked = 
on the volume 
controls is sticky, probably with some kind of spray gunk, the usual 
power cord 
cracking, the power light replaced with some awful looking electrical 
tape on it - this 
morning lugged the o'scope out for a tracing sessions and with a bit 


o' luck found the correct way to connect the speaker to the terminal = 
strip. It became 
obvious once the hiss and 'shot noise' came from the speaker which was = 
adjustable 
by the volume control.=20 

So got a signal generator connected to the RCA jack (traced thru a = 
trimmer 
to the grid of a 6SN7, obvious input) and finally got a tone around = 
900Kc on the dial 
(of an RCA Institute rf gen badly out of calibration) - so ran down to = 
near 455Kc (I GUESS) 
and got an even louder tone. Just verified the filter 'slices' - with = 
sideband switch in position 
'1' as you tune down a high pitch gets lower then dissapears, thru zero = 
beat then a barely audible tone increasing on the other side. Then in = 
position '2' tuning up gets the same effect. 
The IF cans must be oscillator coils which can adjust the tone, but left = 
them alone 
other than to verify that the tone in one sideband is the same audio = 
freq as the barely 
audible tone in the other sideband position, and visa-versa. 

There's one panel control called a ‘gating’ control, a variable cap = 
which appears 
to do nothing so far, near the input circuit. Other than that, there's = 
volume/power, 
a selector for '1' '2' and '‘AM', and a big round speaker hole. 


I guess the next step is attempt to interface to an HQ-120, or another 
Manassas project, a badly hacked up BC-348. 


Chuck 
kb4new 
cswiger@widomaker.com 


Message-ID: 

<c=US%a=_ecs%p=ElectroSys%1=WEBMASTER -980609134329Z-40@webmaster.eletrosys.com> 
From: Terry Muncey <tsm@electrosys.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Hallicrafters "Silver" Paint? 

Date: Tue, 9 Jun 1998 08:43:29 -0500 

MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Content-Transfer-Encoding: 7bit 


Recently I posted a request about the satin black color used by 
Hallicrafters on such beauties as the SX62, SX71, etc., etc and got 
several answers one of which was Rustoleum # 7777 which I believe is as 


close as you are going to get. But use with caution if masking around 
engraving/silk screened letters on the front panels as you can imagine, 
after 40 years or so the paint has lightened slightly. However, I 
repainted a Hallicrafters S85 which turned out quite nice and recently a 
Hallicrafters S46B speaker. If you are not within inches of where I 
masked the lettering, you cannot tell that it was not the original 
color, so I am pleased to report that there is hope for doing a decent 
job in reconditioning some of these old boatanchors without having to 
resort to complete stripping and silk-screening techniques for 
relettering the radios. 


Now I pose a new question, many of the Hallicrafters had "silver" 
perforated tops. Anyone know of a generic color that will come close to 
matching the original? All replies will be promptly answered and 
appreciated. 


Terry - WB50AS 


Date: Tue, 9 Jun 1998 07:06:17 -0700 

Message-Id: <2.2.16.19980609071704.2a9f8ee4@eitel.eimac.cpii.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Paul Thekan <Paul.Thekan@eimac.cpii.com> 

Subject: GRC 9 ,circa 1946 


Hello to all 

A friend brought by , for me to look at , a couple of GRC 9's 
that he had picked up at garage sale. One was a depot rebuild in very nice 
condition and the other , a little worse for wear was this 46' vintage GRC 9 
, order no. 9157 Phila 46. S/N 352. The S/N's on the xmtr, rcvr and case all 
match , so this set I figure never made it to the "mix n match" rebuild 
depot. Also the case is painted a OD crackle finish like the BC 1306. Inside 
I found a maint. card indicating the radio was used with a M38A1 jeep and 
used the GN 58 to supply power , that must have been interesting to operate 
while driving. Also there was a Govt. tag inside the set indicating the 


replacement value of the GRC 9 as being $1,290 in 1963..... yikes!!! 
What I am curious about is’ ,when exactly did the GRC 9 go 
into production? I always thought it came out in late 45" , at the end of 


the war. Any GRC 9 experts out there who can shed some light on the subject? 

Also , anyone out there familiar with the workings of the 
xmtr? I have a couple of questions concerning lack of output power from the 
xmtr. 


Thankyou 
Paul N6FEG 


Paul Thekan - Speaking for Himself 
Paul.Thekan@eimac.cpii.com 


Message-Id: <199806091507 .QAAQ5612@punt2.hw.ac.uk> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

CC: boatanchors <boatanchors@theporch. com> 

Date: Tue, 09 Jun 1998 16:07:37 -0600 

Subject: Re: Brand new junk - Followup 


On 1998-06-09 gumbear@pacbell.net said: 
Date: Monday, June 08, 1998 7:41 PM 
Safety Savants; 
Several of you advised me to report the shoddy quality of the power 
strips to the manufacturer, SPC Technology. I did just that. If 
anyone wants to read my letter send me an e-mail. 
Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Yes please! Thanks for your time and trouble - 


GM8APX, qthxr Edinburgh, Scotland, UK 
De Omnibus Dubitandum 


Net-Tamer V 1.11 - Registered 


To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt. edu> 

Subject: Re: Hallicrafters "Silver" Paint? 

Message-Id: <1998Jun09.100957 -0500@spike.vuse. vanderbilt .edu> 
Date: 09 Jun 1998 10:09:55 -0500 

MIME-Version: 1.0 


In 

<c=US%a=_ecs%p=ElectroSys%1=WEBMASTER -980609134329Z-40@webmaster.eletrosys.com>, 
Terry Muncey wrote: 

> 

>Now I pose a new question, many of the Hallicrafters had "silver" 

>perforated tops. Anyone know of a generic color that will come close to 
>matching the original? All replies will be promptly answered and 

>appreciated. 

> 


I have found that the wheel paint made for British cars (e.g., MG) is 
a very close match, kind of a mild satin aluminum. It is available 
from Moss Motors (but at about $12 a can...), they have a web site. 
Phone is 1-800-MOSSUSA. It is allegedly also available from 
Plasti-Kote, but I do not have a part number. You might try an auto 
parts store. 


A. B. Bonds 


From: MNHopkins@aol.com 

Message-ID: <dc9011c5.357d57a9@aol.com> 

Date: Tue, 9 Jun 1998 11:41:28 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: Li'l LuLus/Ladds/Lists/Posterity 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


after Rod Serling: 


"Consider if you will, Ed Ladd, W2IDZ, inventer of the Li'l LuLu 6M 
Transmitter (253 made), and of the sought after companion RX (6 made). But 
one day, while looking up the September, 1963 CQ review of the TX, something 
pulls you to the basement and there, inside a box awaiting the right power 
supply cap, you see it. 


There is no doubt. Ed Ladd was in...THE CONVETER ZONE 


So start over again on the comprehensive list of makers of VHF v. tube 
converters. It is at 30 something and climbing with this legend on the long 
forgotten Ladd: 


"VHF Converter by Ladd W2IDZ, Mod 6, Ser 1" 


Press on letters secured by clear nail polish do not lie. On the back one 
learns the down converted frequency is 7310 for tuning 6, 10, 11, 15 and 20M 
with the large Natrional dial using 6AK5 RF amp and 6BE6 with a triode 6C4 
oscillator and VR-105. Construction is robust and non commercial so I would 
not be surprized to learn few were made. I consider it a harbringer of the 
Li'L LuLu. 


Is this the stuff Electric Radio articles are made from? I'd think so, but 
droped my sub after the three part series on the mechanical nuance of the 
Collins whatever. Someone else will have to chronical Ed Ladd et als, but 
I'll go this far. I have now located two BA types who have Li'L LuLu TXs and 
I have one of the serial numbers. 


If you will send me ANY information on anything Ed Ladd did, I'll archive it 
with the Tecraft and ICM stuff ‘till a writer comes along. 


73 de ab5L, michael in dallas, student of Tecraft and International (ICM) ham 
products and mementoes of Six Meters' Golden Age: 1957-58 

Michael Hopkins 

Box 226841 

Dallas, TX 75222 MNHopkins@AOL.com 


Message-Id: <199806091559.LAAQ2662@kanga.INS.CWRU.Edu> 
Date: Tue, 9 Jun 1998 11:59:12 -0400 (EDT) 

From: gcr2@po.CWRU.Edu (George C. Rybicki) 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 75A2 Schematic needed. 


Can anyone make me a copy of the Collins 75A2 Schematic, the later version\ 
with 6ba7 mixers? Alternately a 75A3 schematic might help. Gladly pay costs. 
Thanks George 


Date: Tue, 9 Jun 1998 11:55:33 -0400 

From: Don <71333.144@compuserve.com> 

Subject: Military, Hammarlund BAs FS 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-ID: <199806091158_MC2-3FA3-B82F@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: 7bit 

Content-Type: text/plain; charset=us-ascii; name="newlist" 
Content-Disposition: attachment; filename="newlist" 


Vintage Radio Gear For Sale 


CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228. 
71333 .144@compuserve.com 


If the price doesn't suit you, please make an offer. 


Military RBC HF receiver. WWII-era navy radio part of the RBA (LF), RBB (MF) 
and RBC (HF 4-27mc) trio. Huge radio with external supply. The radio is 
painted a light green color that may not be original--it is in nice shape 
though. The power supply is black and has some paint scrapes and dings. The 
connectors on the cable connecting power supply to radio have been changed 
to octal but this was done w/o any unoriginal holes and I have the original 
sockets if you can find an original cable. Working reasonably well. With 
partial manual photocopy. $125 picked up in Pittsburgh, PA or $165 plus 


actual shipping costs. 

Military RAL-8 regenerative HF receiver. Late 30's and early WWII-era navy 
radio that preceeded the RBA/RBB/RBC setup. Designed by RCA, this one was 
made by Magnavox. Another huge radio with external supply. Many people think 
that this is the finest CW receiver ever made. It is complex for a regen 
set with very good filtering and selectivity. All original and in excellent 
cosmetic condition including black wrinkle finish. The power supply has 
some paint scrapes and dings though. Working adequately but not as sharp 
as the other one I have here in the shack so it probably needs some cap and 
resistor checking. With manual photocopy. $285 picked up in Pittsburgh, PA 
or $325 plus actual shipping costs. 

Military WWII BC-603-D tank radio. Push-button HF radio in olive drab wrinkle 
finish. Looks excellent. All original. Untested. Heavy. $45 

Drake SW-4A shortwave receiver. Late-60's HF radio with no BFO--designed for 
AM SWL listening. With all crystals, MS-4 matching speaker and original 
manual. Radio and speaker have a couple marks but are overall excellent to 
near-mint except for nicotine residue which can be easily cleaned off with 
Gojo and elbow grease. All original. Working well. $205 

Hammarlund HQ-120 pre-war HF receiver. Black face radio in desktop cabinet. 
Pretty front panel. Cabinet paint in nice shape. Unfortunately someone has 
added handles to the side of the cabinet. Otherwise all original and very 
good. Working okay too. With original manual. $140 

Hammarlund HQ-120 pre war HF receiver. This ia a rackmount unit with a gray 
front panel. In his book, Moore comments about the black and gray 120 
versions and implies that gray is common and black is rare. But my 
experience is the reverse--I have seen many black ones but this gray is the 
only gray one I've ever seen. All original and in very nice shape. 

Working adequately but no better. With original manual. $190 

Hallicrafters PM-23 speaker. This is the one without the "h" on the grille. 
Original paint but lots of unoriginal holes--3 in the lower front and 
2 on each side where handles have been added(!). With original driver. 
Grille looks okay but could look better. These are getting hard to find. 
$35 as-is. 

Hammarlund HQ-129X HF receiver chassis and front panel only. All original, 
complete and in very good shape. The panel has none of the wear marks around 
the knobs that you sometimse see on HQ-129X radios. Very nice. But no 
cabinet. Untested. $60 as-is. 

Millen low frequency coil for 90651 and 90661 grid dip meter. Covers 300- 
600kc. Like new in original box which is missing one end flap. Just this 
one coil--not a complete LF set. $40 

Military T-20/ARC-5 WWII Navy aircraft transmitter. Famous “command set" 
radio used for talk between planes in virtually all WWII Navy aircraft. 
Covers 4.0-5.3mc but easily moved into 80 or 40 meters. This one has a 
very nice, completely original front panel and good original cabinet. But 
the bottom cover, 1629 eye tube and one variable capacitor are missing 
along with some case screws. Easily restored with parts from a junker. 
As-is. $30 

Military T-21/ARC-5 WWII Navy aircraft transmitter. Famous "command set" 


radio used for talk between planes in virtually all WWII Navy aircraft. 
Covers 5.3-7.Qmc but easily moved into 80 or 40 meters. This one has a 
good, completely original front panel and good/fair original cabinet. 
Complete with no modifications that I can see. Missing 1629 eye tube. 
As-is. $40 

ARRL Handbook, 1946. Good/fair condition with some deterioration at bottom 
of spine and cover wear. $19 PPD 

ARRL Handbook, 1953. Very good with some cover wear. $22 PPD 


CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228. 
71333 .144@compuserve.com 


Message-Id: <199806091615.LAAQ7566@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: No More Reposts 

Date: Tue, 9 Jun 98 11:15:01 CDT 


Gang- 


This is a reminder that reposting of For Sale or Wanted items from 
other lists is discouraged.... nay prohibited on the BoatAnchors list. 


If a BA list member wants to post the item elsewhere and on the BA list, 
that should create NO problem. 


The problem comes when the poster in the other venue is not asked about 
the re-post... without the permission of the poster, problems are 
guaranteed, and I do not have the time, the energy, or the desire 

to address and deal with the headaches that re-posting causes... 


So, henceforth, let's have NO re-posts from other sources referred to 
the list. Yes, I know this may sound pretty provincial, but those who 
really care have browsers and know where to look, and those who don't, 
probably don't.... 


I do NOT need the aggravation of someone who posts to a newsgroup and 
then has to fight off the hungry folks from the BA list who want to 
rearrange his viewpoint or calibrate his selling technique. 


ENOUGH! Already... Just don't do it! 


73 
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Tl n'y a que les idiots qui ne changent jamais d'idee" 
Tue Jun 9 11:15:00 CDT 1998 


Message-Id: <Version.32.19980608204207 . 00dd89b0@mjet. com> 
Date: Tue, 09 Jun 1998 12:23:32 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Glenn Finerman <glennfin@mjet.com> 

Subject: Great Hamfest 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


The BARA Hamfest on Saturday turned out to be a great day 
for Glowbuggers and Anchorites. I arrived at 6am only to 
find the action had already begun. I got a pretty good look 
at everything as the sellers were unloading. Being that I 
had 2 hours to kill before my Extra exam was to begin, I 
just paced nervously up and down the rows checking out the 
BA activity. Lots of BA's, lots of parts, lots of tubes. 
8am rolled around...took the test, passed (WooHoo!!)!! 

then back to the fest for more BA fun. Met a few list 
members, fellow AMer's....got to chat with list member 

Paul K2LMQ about his interesting finds and collection. 

Saw his friend looking over a mint ARC-5 Modulator. I have 
to apologize for not making more of an effort with regard to 
the digital photos and writing down the names and calls of 
everyone I met, but the exam thing, as you can well imagine 
had me a semi state of shock, even after I passed!!. I did 
manage to snap a few of some interesting sights (which you may 
see on the Boatanchors web page in the near future). 

It was great to meet some of the Boatanchors List group in 
person. Lets do it again!!. next time we'll set a meeting 
time and place. 

Here's a small sampling of what I saw......... 


HQ-129X $135 
75A-2 (mint) $300 
HT-32A no price 


SP-600 black face mil. $150 (internal smoke damage) 
RCH Navy revr (perfect! )$150 (sold! !) 

NC-121 (no cabinet) $15 (sold) 

SX-99 no price 

75S-3 (excellent) $545 B.O. (unsold) 

SB-400 w/mike & xtals $75 (unsold) 

KWM2-A w/mobile supply $550 (unsold) 

HRO-7 with rack cabinet & matching spkr (mint!!!) 
Started out at $550, sold for $350??? 

DX-60 & VFO (nice) $120 (unsold) 


Drake 2A & 2AQ (nice) $150 (unsold) 

(2) Drake T4X-B's $150 (1 sold??) 

Collins 32V (very ratty) (no price) (sold) 

Collins 75A-4 with 3 filters almost mint..$1200 (unsold) 
Collins 30L-1 (fair) $450 (unsold) 


Johnson 6N2 no price 
Loundenboomer $150 (sold) 
Apache w/SB-10 $100 (sold) 


Ameco AC-1 (nice) $20 (unsold) 
Multi-Elmac Station,,Xmtr, several rcevrs, 


pwr supply, cables manuals... (sold early in AM) 
What can I say!..... Great Hamfest!, lots of 
Boatanchors,....(picked-up a VERY nice 

BC-348H in a trade..... ) 

VB ie tote ose ar elle teeter eis eos Glenn NA2DX 


Date: Tue, 9 Jun 1998 13:04:04 -0400 

From: BEN NOCK <G4BXD@compusetrve.com> 

Subject: Marconi TF-2171 Synchroniser ?? 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199806091304_MC2-3FAF-36CC@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; charset=IS0-8859-1 
Content-Disposition: inline 


Marconi TF-2171 Synchroniser 


I am looking for the circuit or info on the above Marconi test set 
for a friend. = 


cheers, Ben G4BXD 


Date: Tue, 9 Jun 1998 14:41:50 -0500 (CDT) 

From: Bill Hawkins <bill@iaxs.net> 

Message-Id: <199806091941.0AA22322@citrus.iaxs.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: A little diversion 


The power company is laying/pulling a new underground service line in 
our neighborhood. Talked to the guys and asked some questions. They 
push a pipe into the ground with a special head/drilling tip. Down the 


pipe goes drilling mud to lubricate the pipe string and keep the hole 
from collapsing. A guy carries a box that tells him how far down the 
drilling head is, and at what angle the point is to the direction of 
drilling. When going straight, the pipe string rotates briskly. To 
change direction, the point is set to the right angle by carefully 
rotating the pipe and then it is pushed forward without rotation. 

Each pipe in the string is about 6 feet long, so you stop and correct 
every 6 feet. They drilled around a right angle bend with about 400 
foot radius, right up to the hole in the ground near the transformer. 
Then they took off the head and attached a cable and pulled it back 

to the drilling machine. No conduit and no trenches through the posey 
gardens. The cable was about an inch in diameter, marked 1/0 AL, rated 
for 15 KV. It had a single ought aluminum center conductor and a layer 
of copper strands near the surface. Don't think they were braided. 


If anyone knows how that drilling head tells the portable box how deep 
it is, I'd like to know. No wires go down the pipe string. 


There were metal mats around the drilling machine, and a big ground 
rod driven nearby. They told me that was in case they hit the existing 
HV wire while they were drilling. Seems like the pipe string made a 
pretty good ground, but safety first. 


Regards, 
Bill Hawkins 


Date: Tue, 9 Jun 1998 15:37:16 -0500 (CDT) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: A little diversion 

Message-ID: <Pine.ULT.3.96.980609153411 .19423B-100000@admin. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Tue, 9 Jun 1998, Bill Hawkins wrote: 


The power company is laying/pulling a new underground service line in 
our neighborhood. Talked to the guys and asked some questions. They 
push a pipe into the ground with a special head/drilling tip. 


If anyone knows how that drilling head tells the portable box how deep 
it is, I'd like to know. No wires go down the pipe string. 


There were metal mats around the drilling machine, and a big ground 
rod driven nearby. They told me that was in case they hit the existing 
HV wire while they were drilling. Seems like the pipe string made a 


VV VV VV VV VV 


> pretty good ground, but safety first. 


Sounds very similar to when they buried 4" PVC to pull my fiber & telecom 
cables in last year. I think the "smarts" are in the operator's head and 
how he uses the pickup device. That's truely impressive machinery they 
have and fascinating to watch. 


"Nostalgia is a thing of the past" 
E-mail broehrig@admin. aurora. edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Message-Id: <199806092115.QAA23980@mcfeely.interaccess.com> 
Date: Tue, 09 Jun 1998 16:15:09 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Gene W. Sochor" <gsochor@interaccess.com> 

Subject: re: A Little Diversion 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Had the same experience with a new gas line put in at home a few years ago; 
was amazed that they came up within 1.5" of the target they had marked 
after about 350' and diversions around tree-stumps and under a creek. 


Was told at the time that the drill-head had an RF transmitter inside, and 
the description of the locator box that was hand carried to check location 
translated into a calibrated field-strenght meter. Couldn't figure out the 
frequency, and didn't have the presence of mind to bring out my trusty 
frequency counter. That group, too was very careful with extra grounding 
precautions, with a gas-line being involved. 


73, Gene N9ISW 
gsochor@interaccess.com 


Date: Tue, 9 Jun 1998 16:49:02 -0500 (CDT) 
Message-Id: <199806092149.QAAQ7917@mail.ionet.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Mike <ac5p@ionet.net> 

Subject: Re: Hallicrafters "Silver" Paint? 

Cc: boatanchors@theporch.com 


Check out Sherwin-Williams #140-0530 Chrome Aluminum. It comes in 
120z. spray can. Seperate the silver-grey portion from the charcoal 
if possible to paint. This turned out great on a SX-100 I once had. 


Message-Id: <199806092350.TAA15165@mail1.nai.net> 
From: “Larry Bearse" <lbearse@mail1.nai.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Heathkit Output 

Date: Tue, 9 Jun 1998 19:37:24 -0400 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


> From: James D. Mayfield <kb9bnr@revealed.net> 
> To: Old Tube Radios <boatanchors@theporch.com> 
> Subject: Heathkit Output 

> Date: Monday, June 08, 1998 2:34 PM 

> 

> 

> 


Any know what the output of a sixer should be, i just got one, and it's 
only putting out .7 watts, seems like it should be more like 4 or 5 
watts. 
> So far all the tubes are good, but I am think something a not right. 
> Perhaps I am wrong. It's been years since I had one. 


Jim my HW-29 puts out just under 1 watt, and the 29A is about 1.25 watts 
out. My Twoers about the same, your .7 is probably about right. 


# ceiatas 8 id Larry WA1LGQ 


Message-ID: <357DCDE4.6DED@revealed.net> 

Date: Tue, 09 Jun 1998 19:05:56 -0500 

From: Mike Souhrada <wb9iog@revealed.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Heath QM-1 Cabinet Cheap 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Got this item for the coil. Mostly gutted 
Really don't need the case-I have two already. 
Looks great if you want to upgrade. 

(actually might be better than mine) 


BTW for the uninformed the QM-1 is a "Q" meter. 
OK someone's going to ask I hope not "what's Q?" 


Mike 
Le Claire, Ia 


Message-ID: <357DD773.14216830@primenet.com> 
Date: Tue, 09 Jun 1998 17:46:43 -0700 

From: Randy Best <rbest@primenet.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: T-195 Accessories/Spares Kits? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello all, 


I am working on populating a 1966 Mercedes UNIMOG, NATO Radio Van with 
some good olde US Army radios. So far I've installed a near new VRC-10 
(38-54 Mhz FM) radio mit proper AB-15 base and antennas. My R-392 and 
shock mount came out way cool and I am looking for cables and spares 
kits. Any help would be appreciated. I plan to have the beast at the 
Flagstaff, AZ hamfest last week of July. A "before restoration" picture 
can be viewed at www.umog.com under the"pictures" section. 


Cheers all, 


Randy Best 
WA7CPA 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Tue, 9 Jun 1998 20:49:26 -0400 (EDT) 

Subject: TNX FOR SX-73 HELP 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9806092049.aa00857@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 


Tnx for all the feedback on the SX-73, what a fine, helpful & knowledgeable 
bunch of folks. 


-John Sehring (written on Mon, Jun 8, 1998 at Custer, SD) UCC WB2EQG 


Message-Id: <3.0.5.32.19980609203215 .0080ad30@mail1.coastalnet.com> 
Date: Tue, 09 Jun 1998 20:32:15 -0400 


To: Old Tube Radios <boatanchors@theporch.com> 

From: Al Parker <anchor@coastalnet.com> 

Subject: Re:: Power supply parts (Large!) 

Cc: boatanchors@theporch.com, BOATANCHORS@listserv.tempe. gov 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 12:13 PM 6/8/98 -1000, Peter Demmer wrote: 

> 

>I have two micro wave oven xfmers and their respective schematics. 
>Funny thing Sandy, in both cases, one side of the HV secoundary (2.2 kv) 
>is rivited to the super quality core and in one case one side of the LV 
>(3.1 volt) winding is also lugged and rivited to the same spot on the 
>xfmer core. What to do? I want to use these HV xfmers for the single 
>813's plate supply. Two Question: Would it work to lift the grounded 
>side of the HV 2ndry from the core and wire (HV style) it up as as into 
>a full-wave, or a full wave bridge? Primary surge current limiting 
>included. 

> 

Peter & others, 

In the past 6 mo. or so, QEX had an article on using Microwave oven 
xfrmrs. Unfortunately, my copies are in a moving box somewhere, so can't 
say which issue, or provide a copy. Maybe some one can. To do a safe job, 
it takes some care, but nothing too involved. Sorry I can't help more, but 
hopefully this will jog some one's mind who can help. 


73, 

Al, W8UT 

BOATANCHORS Enjoyed Here 
anchor@coastalnet.com 
New Bern, NC 


Message-ID: <028001bd9411$06eb9820$18865aa5@Pzellmer. raccoon.com> 
From: "Jim Zellmer" <zellmer@raccoon.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Goshen 
Date: Tue, 9 Jun 1998 20:42:27 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Ya gotta getter collectin dolls. Then you can watch what she brings into 
the house. 


73 


Jim Zellmer, KAOVSL 


snip snip 

>Saw one HQ-120, HQ-170C, one Halli (modified) and one very nice looking 
>National NC-173 for 85.00. It almost followed me home but my bitter er 
better 

>half is getting better at noticing changes in the basement scenery. She 
would 

>have killed me. 

snip snip 

> 

>Jack Jderm740@aol.com 


Message-ID: <357D96F2.2CC4FDA@hal-pc.org> 
Date: Tue, 09 Jun 1998 20:11:30 +0000 

From: Tom Smith <tsmith@hal-pc.org> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTD 250 PF vacuum variable 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi BA grouppies, 


I'm in need of a 250-500 pf vacuum variable rated at 5KV or better. 
Anyone got one of these hanging around?? If so, please drop me a line 
either here or at work. I'd use a air variable but I just don't have the 
room. 


Thanks!! Tom Smith N5AMA’ tsmith@hal-pc.org 
tbsmith@br-inc.com 


Message-ID: <357DF1F4.E7B321C8@earthlink.net> 
Date: Tue, 09 Jun 1998 19:39:48 -0700 

From: Scott Robinson <spr@earthlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Goshen 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Folks, 


My girlfriend collects womens' shoes. We scout for each other at 
flea markets! 


Regards, 
/scott 
Jim Zellmer wrote: 


Ya gotta getter collectin dolls. Then you can watch what she brings into 
the house. 


73 
Jim Zellmer, KAOVSL 


snip snip 

>Saw one HQ-120, HQ-170C, one Halli (modified) and one very nice looking 
>National NC-173 for 85.00. It almost followed me home but my bitter er 
better 

>half is getting better at noticing changes in the basement scenery. She 
would 

>have killed me. 


VV VV VV VV VV VV VV VV 


Message-Id: <199806100329.UAA08967@mail-gw.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Why does a 6K6 glow blue? 

Date: Tue, 9 Jun 1998 20:31:36 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Tom and all Filament Fanciers; 


I am in the process of repairing a Philco floor model set. One night I 
turned off all the lights to watch the tubes glow in the dark. I 
noticed that one of the 6kK6 tubes had a blue glow to it inside the 
tube. I swapped the tube and the blue went away. I assume the blue 
glow is not normal, but would like to know what caused the phenomenon. 


VV VV WV 


The blue glow which appears on the inside surface of the glass is caused by 
fluorescence due to bombardment of metallic compounds in the glass by soft 
x-rays and/or electrons which "shine" from the ends of the plate. You may 
notice that when you turn the volume up the glow will vary in step with the 
audio program being amplified by the 6K6. This phenomenon is very common 


and is not a sign of a deteriorating tube. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


End o£ BOATANCHORS Digest 2086 
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